
Energy efficient electric winches 
for Airborne Wind Energy with 
integrated motor, electronics 
and gear system designed for 
demanding AWE winch dynamics.

Drum diameter
530mm

Datasheet AW053 17082018-4

For Airborne Wind Energy solutions

Item number Pull force 
1. layer

Power Line speed
low gear

Line speed
high gear

Total winch 
lenght

Winch 
width

1 tonne-f
2 tonne-f
3 tonne-f
4 tonne-f
5 tonne-f
6 tonne-f
7 tonne-f
8 tonne-f

2 tonne-f
4 tonne-f
6 tonne-f
8 tonne-f

10 tonne-f
12 tonne-f
14tonne -f
16 tonne-f

31 kW
62 kW
93 kW

125 kW
156 kW
187 kW
218 kW
250 kW

62 kW
125 kW
187 kW
250 kW
312 kW
375 kW
437 kW
500 kW

4 m/s
4 m/s
4 m/s
4 m/s
4 m/s
4 m/s
4 m/s
4 m/s

4 m/s
4 m/s
4 m/s
4 m/s
4 m/s
4 m/s
4 m/s
4 m/s

25 m/s
25 m/s
25 m/s
25 m/s
25 m/s
25 m/s
25 m/s
25 m/s

25 m/s
25 m/s
25 m/s
25 m/s
25 m/s
25 m/s
25 m/s
25 m/s

1,61 m
1,65 m
1,69 m
1,73 m
1,77 m
1,81 m
1,85 m
1,89 m

2,89 m
2,97 m
3,05 m
3,13 m
3,21 m
3,29 m
3,37 m
3,45 m

1,2 m
1,2 m
1,2 m
1,2 m
1,2 m
1,2 m
1,2 m
1,2 m

1,2 m
1,2 m
1,2 m
1,2 m
1,2 m
1,2 m
1,2 m
1,2 m

// 1 driveline

1AW053-001
1AW053-002
1AW053-003
1AW053-004
1AW053-005
1AW053-006
1AW053-007
1AW053-008

// 2 drivelines

2AW053-002
2AW053-004
2AW053-006
2AW053-008
2AW053-010
2AW053-012
2AW053-014
2AW053-016

AW053 series

More information at fecreate.com
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